
Product Design Size

    

Turns Watts

Rotor Kv Weight Shaft  

    (mm) (RPM/volt
) (g) Diameter  TYPE

LIPO MAX 
AMP No load Current (7.4V) Resistence    (inches)  

  SERIES  

3.5T Sensored 540 1-2S 130A  9.1A 0.0026 3.5 600 ￠12.5*
￠5

9,100 178 3.17 MODIFIED

4.5T Sensored 540 1-2S 108A 6.9A 0.0042 4.5 490 ￠12.5*
￠5

7,620 178 3.17 MODIFIED

5.5T Sensored 540 1-2S 100A 5.8A 0.0061 5.5 430 ￠12.5*
￠5

6,450 178 3.17 MODIFIED

6.5T Sensored 540 1-2S 94A 4.1A 0.0087 6.5 390 ￠12.5*
￠5

5,350 178 3.17 MODIFIED

7.5T Sensored 540 1-2S 86A 3.5A 0.0104 7.5 360 ￠12.5*
￠5

4,700 178 3.17 MODIFIED

8.5T Sensored 540 1-3S 80A 3.2A 0.0138 8.5 340 ￠12.5*
￠5

4,100 178 3.17 MODIFIED

9.5T Sensored 540 1-3S 70A 2.7A 0.0165 9.5 290 ￠12.5*
￠5

3,700 178 3.17 MODIFIED

10.5T Sensored 540 1-3S 63A 1.9A 0.0208 10.5 250 ￠12.5*
￠5

3,450 178 3.17 MODIFIED

11.5T Sensored 540 1-3S 56A 1.8A 0.0258 11.5 220 ￠12.5*
￠5

3,200 178 3.17 MODIFIED

13.5T Sensored 540 1-3S 49A 1.6A 0.0361 13.5 190 ￠12.5*
￠5

2,860 178 3.17 MODIFIED 

10.5T Sensored 540 1-3S 63A 1.9A 0.0208 10.5 250 ￠12.5*
￠7.2

3,600 178 3.17 MODIFIED 
SPEC

13.5T Sensored 540 1-3S 49A 1.6A 0.0361 13.5 190 ￠12.5*
￠7.2

3,050 178 3.17 MODIFIED 
SPEC

17.5T Sensored 540 1-3S 34A 1.1A 0.0514 17.5 130 ￠12.5*
￠7.2

2,200 178 3.17 STOCK SPEC

21.5T Sensored 540 1-3S 28A 0.9A 0.0875 21.5 100 ￠12.5*
￠7.2

1,760 178 3.17 STOCK SPEC


